
Data sheet 6AV6671-8XK00-0AX3

Steel mounting clips for 15", 19", 22” widescreen for Comfort Panel, IPC 
Flat Panel, Thin Client, except SCD1900 19" widescreen Sheet thickness 2 
... 6 mm Further information, Quantity and content: see technical data

General information
Product type designation Mounting clip, steel

Installation type/mounting
Mounting in portrait format possible Yes
Mounting in landscape format possible Yes

Degree and class of protection
IP (all-round) none

Ambient conditions
Ambient temperature during operation

● min. -40 °C
● max. 80 °C

Ambient temperature during storage/transportation
● min. -40 °C
● max. 80 °C

Relative humidity
● Operation, max. 90 %

Mechanics/material
Material

● Sheet steel Yes
Screw type

● 4.5 V Yes
Torques/forces

● Tightening torque, min. 0.18 N·m; If there is not enough torque, the degree of protection on the 
front may not be guaranteed

● Tightening torque, max. 0.2 N·m
● Tightening torque, recommended 0.2 N·m; Higher torques may damage the product

Dimensions
Width 20 mm
Height 15 mm; Without screw
Thickness 8 mm

Weights
Weight (without packaging) 4 g; Per unit
Weight (with packaging) 146 g; Delivery unit

Scope of supply
Delivery quantity in pieces 20

Other
Merchandise No
Manufacturer name SIEMENS AG
Manufacturer's address Gleiwitzerstraße 555, 90475 Nuremberg, Germany
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Target devices 15", 19" and 22" widescreen - Comfort Panels, IPCs, Flat Panels and 
Thin Clients. Plate thicknesses up to 6 mm

Note: Function-compatible to article number 6AV6671-8XK00-0AX4
Usable in the following products

● Product 1 6AV2124-0QC02-0AX0
● Product 2 6AV2124-1QC02-0AX0
● Product 3 6AV2124-0UC02-0AX0
● Product 4 6AV2124-0XC02-0AX0
● Product 5 6AV7863*
● Product 6 6AV2124-0QC02-0AX1
● Product 7 6AV2124-0UC02-0AX1
● Product 8 6AV2124-0XC02-0AX1
● Product 9 6AV2124-1QC02-0AX1
● Product 10 6AV2124-0QC02-0AX0
● Product 11 6AV7862-2BC*
● Product 12 6AV7862-2BD*
● Product 13 6AV7862-2BE*
● Product 14 6AV7862-2BF*
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